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MPPT Solar Inverter

TECHNICAL PARAMETER

pDde ON PRO ON PRO
The rated power 3500VA/3500W 5500VA/5500W
I INPUT
sAKo Voltage 230 VAC

m Selectable Voltage Range 170-280VAC(UPS), 90-280VAC (Appliances)
Frequnecy Range 50Hz/60Hz (Auto sensing)

n With 100A MPPT Solar Charge Controller Built-in OuTPUT
AC Voltage Regulation (Batt. Model) 230VAC + 5%

@ With High PV Input Voltage Range(120-500VDC) Surge Power 7ooovA 11000vA
Efficiency(Peak) >90%

STl (7 Efficiently Work With or Without Battery Transfer Time 10MS(UPS),20MS(Appliances)
Wave form Pure sine wave
ﬁ With WIFI Function Optional No load current 1.0 | 11A
BATTERY

[edp] With Touch Button on the LCD Display Battery voltage 24VDC 48VDC
Low battery alarming voltage 22.0vDC 44.0vDC
Low battery cut off protection voltage 21vDC 42VvDC
Low battery recovery voltage 23.0vVDC 46.0VDC
Floating Charge Voltage 27VvDC 54VvDC

SO I ar Syste m co nn ect i on Overcharge Protection 32vDC 64VDC

Maximum PV Array Power 5000W 6000W
TS N
Ellﬂth%E = e MPPT Range at Operation Vol. 120-450VDC
SAREIN nverter ==
Unlaue Power A ——r e Maximum PV Array Open Circuit Vol. 500VDC
APRAER q [
4000W/5000W Solar Panel PVI ¢ - ShKO L Number of MPPT trackers / Max output current 100A
npu =
Maximum AC Charge Current 60A
Fa Gil::h W Maxmum Charge Current 100A
: Maxmum Efficiency 98%
I S%ﬁ"_ * BEST PANEL CONFIGUTATION
Utility O Gﬁﬁ'ﬂ,, o “ -ﬁ Best Panel configuration 300Wp*9pcs*36V(2700Wp)*2Parallel 330Wp*9pcs*36V(2970Wp)*2Parallel
PHYSICAL
Products Dimension, D*W*H(mm) 481mm*313mm*117mm 481mMm*313mm*117mm
24V/48V Battery Bank BRZHE Packing size, D*W*H(mm) 543mm*394mm*204mm 543mm*394mm*204mm
8 B 3 4R Day-Time Charging I . Bl
Lithrom Batiery et Net Weight (kgs) 9.8KG 10.5KG
or 230VAC S0Hz Output - . G.W. kg 11KG 11.7KG
KRR - OPERATING ENVIRONMENT
BRER N Home Appliances
» umidity o to o Relative Humidity on-condensing
AGM Batier BE R - Humidi 5% to 95% Relative Humidity (N densi
Y Night-Time Discharging

IT CAN WORKWITH OR WITHOUT BATTERY

WWW.SaKkopower.com we can provide all kinds of solar solutions

,according to your demands.

MPPT SOLAR CHARGER & AC CHARGER

Operation Temperature

0°C-50C

We can provide all kinds of solar solutions, according to your demands.

www.sakopower.com
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